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p FIXTURE CONNECTIONS MANUFACTURER AND MODEL NUMBER
HOT coLD
MARK DESCRIPTION WATER | WATER | WASTE VENT OTHER | MOUNTING HEIGHT | FLOW RATE FIXTURE FAUCET/FLUSH VALVE ACCESSORY #1 ACCESSORY #2 REMARKS
ELECTRIC WATER COOLER, . . .
EWC1 | oS mE BUBBLER Wi 112 112 1-1/2 SEE ARCHITECTURAL 8 GPH
FCO FLOOR CLEANOUT SEE PLANS FLOOR MOUNT
FD-1 | FLOORDRAIN (SQUARETOP) | - SEE PLANS | SEE PLANS FLOOR MOUNT
. . . . WALL HUNG, SEE
L1 |LAVATORY, WALLHUNG, ADA | 172 112 11 11 RGNS, SEE 0.5 GPM
LAVATORY, COUNTER MTD, . . . . COUNTER MOUNTED,
L-2 ADA 172 172 T T SEE ARCHITECTURAL | 0-5GPM
N MS-1 MOP SINK 112" 172" 3 1172" FLOOR MOUNT 2.5 GPM
COUNTER SINK, DOUBLE . . . . COUNTER MOUNTED,
s COMPARTMENT 12 12 1172 =172 SEE ARCHITECTURAL | 12 GPM
UR-1 URINAL 1 2" 1-1/2" WALL HUNG 1.0 GPF
UR-2 URINAL, ADA 1" 2" 1-172" WALL HUNG, ADA 1.0 GPF
WATER CLOSET, WALL HUNG, . . .
WC-1 TSN 1-1/2 4 2 WALL HUNG 1.1 GPF
WATER CLOSET, WALL HUNG, . . .
we-2 ELUSITVALVE. Do 1-1/2 4 2 WALL HUNG, ADA 1.1 GPF
WATER CLOSET, FLOOR MTD., . . .
" we-3 FLUSHTVALVE HoGh 1-1/2 4 2 FLOOR MOUNT, ADA 1.1 GPF
WH-1 WALL HYDRANT 34" 18" AF.F. 2.5 GPM
NOTES: 1. PROVIDE WITH CHROME PLATED P-TRAP AND SUPPLY PIPES WITH ANGLE STOPS.
2. PROVIDE WITH PVC P-TRAP AND SUPPLY PIPES WITH ANGLE STOPS.
ELECTRICAL DATA
HEAD FT MANUFACTURER AND MODEL
MARK | WEIGHT | SERVES TYPE FLOWGPM| WG RPM HP VOLTS PH HZ NUMBER REMARKS
L DHWP-1 DHWR INLINE TACO
NOTES: 1. PROVIDE UNIT WITH WATER-IMMERSION TEMPERATURE SENSOR AND TIMER. ON-OFF CONTROL WITH PROGRAMMABLE SEVEN-DAY CLOCK AND MANUAL OVERRIDE.
2. START AT 105 °F / STOP AT 120 °F.
STORAGE
DIMENSIONS DIA. INPUT RATING | MINIMUM RECOVERY AT CAPACITY | MANUFACTURER AND
MARK | WEIGHT XH FUELTYPE |  (MBH) RISE SHOWN (GPH) | EWT (°F) | LWT (°F) | (GALLONS) MODEL NUMBER REMARKS
K GWH-1 1800 34 X 81 NAT. GAS 600 699 40 140 130 el 1
PVI CONQUEST
GWH-2 1800 34 X 81 NAT. GAS 600 699 40 140 130 vl 1
PVI CONQUEST
GWH-3 1800 34 X 81 NAT. GAS 600 699 40 140 130 Nyl 1
NOTES: 1. PROVIDE WITH CONDENSATE NEUTRILIZATION KIT AND CONCENTRIG VENT.
ELECTRICAL DATA
; HEAD FT MANUFACTURER AND MODEL
MARK LOCATION |FLOWGPM| WG RPM HP VOLTS PH HZ NUMBER REMARKS
SP-1,2 SEE PLANS 50 20 3450 1 60 STANCOR AHS-10 123
NOTES: 1. INSTALL TO MEET STATE ELEVATOR CODE REQUIREMENTS.
2. PROVIDE UNIT WITH STANCOR OIL-MINDER CONTROLS WITH OM-300 FLOATS.
3. COORDINATE ELECTRICAL CORD LENGTH WITH ELECTRICAL CONTRACTOR.
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